llluminated Switches

Ultra-Miniature Pushbutton Switches with Fully llluminated Plungers

GB Series

P/N This Side
L=21 .
v 2.54Typ —| ‘ (OA DiaTyp 2.54 —| [~
0.4 DiaTyp \ : o f . AL S
— — 4.0 Dia —t = 70 51 254Typ
= -0
[} — l ‘ f
/7 I [ *;‘ - "3*
' Slot 2.0Dia 254 06 DiaTyp
45~ 26 254
GBlS‘]PD Stralght PC Terminal 1 & 3 are lamp terminals.
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GBlSJH F nght Angle PC Terminal 1 & 3 are lamp terminals.
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GBlS‘]VC Vertlcal PC Terminal 1 & 3 are lamp terminals.
(%2}
CLEAR PLUNGER CUTAWAY o
g%lé%ﬁ Plunger Position qr‘;?;?ﬁ;?g Throw & Switch / Lamp Schematics :‘:3
Normal | Down | Normal Down 4.0 Dia—»| -~ U;)
Note: Terminal numbers are not actually ‘ ‘ : Lo]
Pole | Model on the switch. LED circuit is isolated and *‘ ‘* 2.0 Dia o)
. . requires an external power source. ' ‘ &
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How to order: General Speci cations:
ELECTRICAL CAPACITY (Resistive Load)
G B » Logic Level: 0.4VA max.@28V AC/DC max.
(Applicable Range 0.1mA~0.1A@20mV~28V)
POLE: PC TERMINALS:
1 SPDT P Straight OTHER RATINGS:
_ H Right Aing'e » Contact Resistance: 80mq max.
5 gI\RlE:l\bIJgM \4 Vertical » Insulation Resistance: 500Mq min.@500VDC
LEDS: » Mechanical Life: 50,000 operations min.
ACTUATOR: C Red » Electrical Life: 50,000 operations min.
J Clear D Amber » Norminal Operating Force: 1.70N
F Green » Travel: Pretravel 0.9mm; Overtravel 0.2mm;
Total Travel 1.1mm
LED COLORS & SPECIFICATIONS MATERIALS
Col C D F » Contacts: Phosphor bronze with gold plating
olors Red Amber Green » Switch Terminals: Phosphor bronze with gold
Forward Peak Current | 30mA 30mA 25mA plating . o .
™M » Lamp Terminals: Phosphor bronze with tin plating
Continuous Forward Current I 20mA 20mA 20mA
Forward Voltage A 1.9v 1.9V 2.1V ENVIRONMENTAL DATA
= eak VoIt v =y v Y » Operating Temperature: -25°C through +55°C
everse Peak Voltage oM
Current Reduction Rate Above 25°C @l. | 0.43mA/°C | 0.43mA/°C | 0.36mA/°C PCB PROCESSING
Ambient Temperature Range 05°C ~ +55°C » Soldering: Wave soldering recommended.
Manual Soldering 4 sec. max. @ 390°C max.
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